
ADVANTAGES 
- Water cooled motor for super quiet running with pre-filter.
- Super energy saving with high efficiency permanent magnet motor and the optimized design of pump flow channel.
- Energy saving can be up to 90% on electricity cost.
- Super Intelligent built-in inverter makes operation much easier and saves more energy.
- Variable speed provides users with different flow rate demand.
- Timer function in programming brings users enjoying different RPM as they wish in 4 different periods in a day.

Model 
Number Voltage/Hz Input 

Power 
Max 
Head 

Max Flow 
Rate RPM range Union 

Connections Noise level Energy saving 
percent 

2600750 230V/50Hz 750W 13.3 
meter 19.54 M3/H 1200-2850RPM 2 X 2” 

53dB(1200RPM) 
54dB(1700RPM) 
58dB(2100RPM) 
59dB(2850RPM) 

90%(1200RPM) 
75%(1700RPM) 
60%(2100RPM) 

SPECIFICATIONS 

2600750
230V/50Hz 

Pre-filter cover  
Easy observation 

Extra-large strainer basket 
Holds more debris for less-frequent 
maintenance 

Built-in controller 
Features and LED screen and 
keypad for easy operation 

Water cooled permanent magnet motor 
Provides super silence and maximum energy 
efficiency and long-lasting performance 

APPLICATIONS 
Circulating filtered water for domestic swimming pool.  
Suitable for both in-ground and above ground swimming pools. 
Operating range: up to 19.54 m3/h with head of up to 13.3 metres. 
Pumped liquid: clean water, or slightly contaminated water with 
suspended solid debris, or long fibres. 
Pumped liquid temperature range: up to 40 °C. 
Maximum ambient temperature: 50 °C. 
Maximum operating pressure: 1.5 bar. 
Nominal working pressure: 0,8 - 1,2 Bar (ideally 1 Bar). 
Installation: fixed or portable, horizontal position. 
Special executions on requests: alternative frequencies and voltages. 
Connectors on request: 2”/50mm 
Protection class: IPX5. 
Insulation class: F 
Standard voltage: single-phase 220/240 V - 50 Hz. 

CONSTRUCTION FEATURES OF THE PUMP 
Fibreglass reinforced polypropylener pump body. Transparent antioxidant polycarbonate prefilter cover ensuring constant 
visibility over the long period. Polypropylener strainer. Fibreglass reinforced Nylon impeller designed to ensure total cover 
and insulation of the motor shaft from the pumped liquid. Reinforced polypropylener diffuser. NBR pump body O-ring, AISI 
304 stainless steel reinforcement ring nuts and screws. Butterfly filling and drain plugs that can be removed and refitted 
without tools. 

DIMENSIONS 



Exploded view 

PERFORMANCE 
230V/50Hz 

Parts in contact with water 
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